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Connecting Multiple VTI LED Posters

Connecting Hardware
Below familiarize yourself with your LED Poster’s basic input and output ports.
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Multi-Screen Display
To connect two or more LED Posters, you simply need to connect the “HDMI OUT” of Poster1 to the “HDMI IN” of Poster2. (see right)


	Poster1: HDMI OUT
	Poster2: HDMI IN
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Seamless Video Wall
To fit LED Posters together for a seamless Video Wall you only need to:

1. Remove the magnetic sidebars (see right) between two posters.

2. Station LED Posters next to each other (see below).
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3. [image: A close-up of a green circuit board
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[image: 5]Use magnet included in LED Poster kit.


*Side locks (pictured below)

4.  Wrench the side lock and screws as shown in the attached video. 
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5. [image: A green arrow pointing to a white box

Description automatically generated]Connect the Poster1 HDMI OUT to the Poster2 HDMI IN.

Display Content - Viplex Handy

1. Connect to Screen
a. Click Set Network to access the WLAN connection page of the mobile phone.
b. Connect the WiFi AP of Taurus series products. (The default SSID is the last 8 digits of AP+SN, and the password is 12345678.)
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2. [image: d7d74c0073c64b2fbc9ba6af6cdf1ac]Run ViPlex Handy Mobile App
	Android
	iOS

	Download Link
	Download Link
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3. [image: ]xs

4. Enter Device Management
[image: A screenshot of a phone
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5. [image: A screenshot of a phone
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a. Steps (shown in Red Numbering above):
i. 1) Setting of splicing direction; (If the software is connected to the leftmost poster, choose the direction from left to right (facing the screen))
ii. 2) Splicing method: according to the width or according to the number, we choose "quantity"
iii. 3) The number of splicing should be consistent with the number of screens.
iv. 4) Press “Done”.






















image4.jpg




image5.png




image6.png




image7.jpeg
Place cabinet columns in order and align spring dowel pins to h
and then fix cabinet columns side locks with+anerhexagon wre





image8.png




image9.jpeg




image10.png




image11.jpeg
{i&E T BEW

Tk B ( @)
a = ()

v AP40002453




image12.jpeg
Device Upgrade [v4

Feedback User Manual

device name

0 Taurus-20017094

click




image13.png




image14.jpeg
16:48 R 83

{ Local Devices ®

Current Network: = WLAN

Device Upgrade |\

Feedback User Manual

Taurus-20017094
4007400 | V4.3.0.1001

Taurus-20017094

MBind to Cloud

Disconnect

Rename

Delete

Cancel




image15.jpeg
Network Settings

v ss Network,
Wired Network, Mobile
Data

Bind to Cloud
Services

VNNOX
VN

Monitoring

Device Parameters

ndard/
NOX Care

Multi-Screen
Mosaic

Device Management

Advanced Settings
P: word, Restart,
Time Synchronization,
Restore Factory

®

Playback

Screen Solution List

Device Information
Device Information
Screen Log




image16.jpeg
16:49

< Multi-Screen Mosaic v

4 Done

1.0nly horizontal mosaic of screens with the same resolution is

supported

2.Screens are connected in order via HDMI. You only need to configure

the starting screen and publish solutions to this screen

Multi-Screen Mosaic

«©

The loading capacity supported by terminals is less than or equal to
4096 pixels. According to your screen specifications, the number of
terminals used for mosaic supports 8 and please configure properly.

Mosaic Orientation 1 From left
Mosaic By 2 |Quantity
Screens for Mosaic 3 2
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Figure : Connections
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1. Power Cable
2. Power Switch

3. Input and Output Ports,
see Tab
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